








Culligan® Aquasential™ Select Plus Series™ and Select Series™ Water Softeners

Product Specifications

* Cul-Flo-Valv® allows you to bypass
the system when you don't want soft
water, like watering your lawn.

+ Culligan meter option monitors daily
water use and activates regeneration
only when needed to salt and water.

* Exclusive, non-corrosive 5-cycle
motorized control valve directs
water flow during service and

* Cullex resin is backed by a limited
lifetime warranty and offers
maximum water softening capacity,
stability, and lifespan.

* High-grade quartz underbedding * Extended life thanks to
evenly distributes water to maximize

flow rates.

* Low-voltage, fully-programmable
Accusoft® Microprocessor offers easy

« Sturdy, filament-wound exterior
and smooth, non-permeable inner
tank and shell is listed with the
National Sanitation Foundation.

Dubl-Safe brine refill control
with assured shut-off and
corrosion-proof components.

« System protection from a

regeneration cycles.
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For more information,
contact your local dealer.

KENNEDY COMMUNICATIONS, LTD

9 ODANA COURT

MADISON, WI 53719

(608) 288-9000

1-800-CULLIGAN  www.culligan.com

data entry, and is safe from most
power interruptions and surges.

* Guest-Cycle recharge feature
provides an extra supply of
conditioned water when needed

non-corrosive brine plate that
assists in dissolving salt

and protects the system from
salt impurities.

* Ready to fit your home with
Select Plus for 1" plumbing and
Select for %" plumbing.

Select Plus and Select System Dimensions
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* This system available with 8% or 10% crosslinked Cullex resin.
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The Culligan Aquasential Select 8", 9" S, 8" Outdoor, Select Plus 9", 10", 10" S, 12", Clean Water
Home 9" and 10" and 9",10",12" Outdoor and Clean Water Home Series R 9",10" Outdoor Water
Softeners are tested and certified by WQA against NSF/ANSI 372, CSA B483.1, and NSF/ANSI
Standard 44 for the effective reduction of hardness ( calcium and magnesium ), barium, and radium
226/228, as verified and substantiated by test data.

Products manufactured and marketed by Culligan International Company (Culligan) and its affiliates are
protected by patents issued or pending in the United States and other countries. Culligan reserves the
right to change the specifications referred to in this literature at any time, without prior notice.

Culligan®, Culligan Water®, Aquasential™, Accusoft®, Cul-Flo-Valv® are trademarks of Culligan
International Company or its affiliates.

Culligan’s Aquasential™ Select Plus Series™ and Select Series™ Water Softeners have third party validation
by WQA (WQA Gold Seal) and UL which assures your Culligan system has been manufactured under the
highest of industry standards.

Warranties available separately. See written warranties for applicable terms and conditions.

Culligan’s 100% Satisfaction Guarantee ensures that your Culligan Dealer will address your water
problems. If you are not fully satisfied with a Culligan Product within 30 days after your purchase, we will
give you a full refund — no questions asked. Dealer participation may vary.
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